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1       Description :

         This document specifies the electrical, mechanical and environmental characteristics  of      

         subscriber antenna MT-30044.

2.     Applicable Documents :

         2.1 Outline Drawing :

RD40719600C – MT-30044 antenna outline drawing. 

3.     General :

MTI Part Number:
MT - 30044

Type:
Subscriber, Directional

Radome:
Plastic, white 

Base Plate:
Metal, Aluminum

Regulatory Compliance:
ETSI EN 302 085 v1.1.1. (1999-01), TS1, TS2, TS3, TS4, TS5

4.    Electrical :

Frequency Range:
3.4 GHz - 3.6 GHz

Gain:
18 dBi                        (min)

3 dB Beamwidth- (Azimuth)     

                          - (Elevation)   
18º                             (nom)          

18º                             (nom)

Polarization:
Linear (vertical or horizontal)

VSWR:
1.5 : 1 (typ)            1.7:1 (max)



Power:                       
1 watt

Input Impedance:
50 ohms

5.     Mechanical:

       Input/RF Interface:
N-TYPE female

       Dimensions:     (LxWxH)
 261 mm x 261 mm x 40 mm    (max)

       Weight:
 4 lbs                                          (max)

       Mounting:
 2" - 4" mounting bracket for pole mount.

       ICD:
 (to be supplied)

6.     Environmental:

Temperature:          (operating)
- 40º C to + 65º C

Lightning Protection:
DC Grounded in accordance with IEC 1000 - 4 - 5

Wind:                     (survival)
220 Km/Hr

Relative Humidity:
0% - 95%, in accordance with IEC 68 - 2 - 30. 

Ice Load:
25 mm radial

REV
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